Overview S800

58005 £ S8035-KM £5800S-UC S800N $800C
Tripping characteristics ‘B,C,D,K CKM UCB, UCK B,C,D B,C,D, K
Standards - IEC/EN 60947-2, “IEC/EN 60947-2 “IEC/EN 60947-2 IEC/EN 60947-2, IEC/EN 60947-2,
. IEC/EN 60898-1 IEC/EN 60898-1 _EN 60898-1
L v§1-;~4v 895" 5.3. 51,..“4”. L T
Rated current le ‘A 6..125 20...80 "10...125 6...125 10...125 '
D P ¥
e P T T P
acc.to [EC/EN60664-1 1 : B .
Rated impulse withstand ' kV (8 '8 8 8
yoltage Uimp (1.2/50us) : :
Overvoltage category I\ I\ I\ \" \"
Pollution degree 3 3 1-and 2-pole: 3 3 3
) : 3-and 4-pole: 2 ! !
Suitability for isolation yes yes yes yes yes
Data acc. to IEC/EN 60898-1 } '
RatedoperationalvoltageUe V. AC 230/400 - - * AC 230/400 *AC 230/400
R G P - e
capacity len £230/400 V : (10... 80A) = 20kA 230/400V = 15kA
.  (10..80A)=25kA _ _ .
G Pt - T P
capacity les £230/400 V (10... 80A) = 10kA 230/400V = 7.5kA
1(10...80A) = 12.5kA
Data acc. to [EC/EN 60947-2 : : :
RatedoperationalvoltageUs V| AC 400/690 " AC690 "1-pole: DC 250 " AC 400/690 ' AC 254/440
“1-pole: DC 125 5 - 2-pole: DC 500 1-pole: DC 125 1-pole: DC 125
2-pole: DC 250 3-pole: DC 750 2-pole: DC 250 2-pole: DC 250
i 3-pole: DC 375 i 4-pole(63...125A):DC750: 3-pole: DC 375 3-pole: DC 375
: 4-pole: DC 500 : 4-pole(10...50A):DC1000 4-pole: DC 500 . 4-pole: DC 500

Rated ultimate short-circuit: kA
capacity lecu

Rated service short-circuit kA~

capacity les

 AC 240/415V = 50 kA
- AC 254/440V = 30kA
* AC 400/690V
(Upto8OA) = 6kA
- AC 400/690V
(100 ... 125 A) = 4.5kA
'DC125V (1-pole) = 30 kA
:DC250V (2-pole) = 30kA
:DC375V (3-pole) =30kA
_DC500V (4-pole) = 30 kA
015 0k AC 200/15V— 0kA
- AC 254/440V = 22.5kA

| AC240/415V = 40kA
- AC 254/440V

" (up to 80A) = 22.5kA
" AC 254/440V

(100 ... 125A) = 15kA
- AC 400/690V

" (Upto 80A) = 4kA

- AC 400/690V
1(100... 125A) = 3KA
:DC 125V (1-pole) = 30kA
- DC 250V (2-pole) =30 kA
' DC375V (3-pole) = 30kA
- DC 500V (4-pole) = 30 kA

" AC 240/415V = 50kA
- AC 254/440V = 30kA
“ AC400/690V = 6kA

/DC375V =30kA

i AC400/690V = 4kA

DC375V=30kA

'DC 250V (1-pole) = 50 kA
:DC 500V (2-pole) = 50 kA
:DC 750V (3-pole) = 50kA
- DC750V (4-pole)
£(63...125A) = 50kA

- DC 1000 (4-pole)
(10...50A) = 50kA

~ DC 250V (1-pole) = 50KA
- DC 500V (2-pole) = 50kA
“DC 750V (3-pole) = 50kA
'DC 750V (4-pole)
£(63...125A) = 50KA
:DC 1000 (4-pole)
1(10...50A) = 50kA

AC 240/415V = 36 kA

AC 254/440V = 20kA
AC400/690V = 4.5kA
DC 125V (1-pole) = 20 kA
DC 250V (2-pole) =20 kA
DC375V (3-pole) =20 kA
DC500V (4-pole) =20 kA

(AC240/415V =30kA

AC 254/440V

(up to 80A) = 15kA

AC 254/440V

(100 ... 125A) = 10kA
AC 400/690V =3 kA

DC 125V (1-pole) = 20 kA
DC 250V (2-pole) = 20 kA
DC375V (3-pole) = 20 kA
DC500V (4-pole) = 20 kA
DC375V (3-pole) =30kA

AC 240/415V = 25kA
AC 254/440V = 15kA
DC 125V (1-pole) = 10kA
DC 250V (2-pole) = 10kA
DC375V (3-pole) = 10kA
DC500V (4-pole) = T0kA

AC240/415V =18kA
AC 254/440V = 10kA

DC 125V (1-pole) = T0kA
DC 250V (2-pole) = 10kA
DC 375V (3-pole) = 1T0kA
DC500V (4-pole) = 10kA

Note: The minimum operating voltage for S800 is 12VAC/VDC.
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Overview S800

Tripping characteristics

S800B
B,C, D, K

S800HV
K

:S800U
K Z

:5804U-UCZ

Standards

Poles ;
Rated current le ‘A

:R.a.fe.d fréq.ﬁe"nz;y“f R o

Rated insulation voltage Ui v
acc.to IEC/EN 60664-1

Rated impulsewithstand. - KV

voltage Uimp (1.2/50us)

_EN 60898-1

IEC 60947-2

1...4

"Char.B,C:32...125
. Char.D,K:32...125

50/60

AC 500

Overvoltage category il

Pollution degree
Suitability for isolation

IEC/EN 60947-2

AC 1000

yes

UL489
IEC 60947-2

DC 1500

Data acc. to IEC/EN 60898-1
Rated operational voltage U~ :V

|AC230/400

.Rated short-circuit capacity len kA 23(57400V = 10kA L - -
Service short-circuit capacity lcs “kA 230/400V =7.5kA - - -
Data acc. to IEC/EN 60947-3 :

Rated operational voltage Ue Voo - - _
Mmoperatlngvoltage [ v - - - -
Ratedshort-termwithstandcurrenticw kA - - - -
Ratedshort-circuitmakingcapacitylem kA : - - - -

Utilisation category

Data acc. to IEC/EN 60947-2
Rated operational voltage Ue 'V

Ratedultimateshort-circuitcapacitylc. kA

Rated service short-circuit capacity |cs: kA

Ratedvoltage v

Short-circuit current rating kA

acc. to UL 489 :
Short-circuit current rating kA
acc.to UL 489B ;

JPC230/400
AC 230/400V = 16 kA

DC75V (1-pole) = T0kA
DC 150V (2-pole) = T0kA
DC 225V (3-pole = 10kA

. DC300V (4-pole) = 10kA
AC 230/400V = 10kA

ACS801000 .
- 1-pole: AC 240V 30KA :
- multipole: AC 415V 50 kA

AC 580/1000
(6...63 A) =4kA

(80 ... 125 A) = 3kA

1pole R
- multipole: AC 415V 40 kA

25(6...63A)

) : ; _2(80...125A)
Data acc. to UL/ CSA . : :

At G 0 L e AC240
" 1-pole 30kA

- multipole: 50kA

AC 240/415

DCe0
“10kA
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Overview S800PV Photovoltaic

Tripping characteristics

S800PV-SP : S800PV-SD £ S802PV-M-H
B - -

5804U-PVS
PVS

Standards

Poles ;
Rated current le ‘A

IEC/EN 60947-2 :IEC/EN 60947-3 ¢ IEC/EN 60947-3

_and Annex P :and Annex D :
_2 4 2 4 Ez(polarized)

5...125 :32,63,125 :32,63,100

Rated frequencyf R o e e

Rated insulation voltage Ui v
acc.to IEC/EN 60664-1

hated s withstand" e kV N

voltage Uimp (1.2/50ps)
Overvoltage category
PoIIutlondegree 0
Suitability for isolation

' DC 1500 ' DC 1500 DC 1500

yes ‘yes

UL489B
! (Photovoltaic)
5

'DC 1500

Data acc. to IEC/EN 60947-3
Rated operational voltage Ue Y

P “2-pole: DC 800 “2-pole: DC 1000

- 3-pole: DC 1200

APl D 00

Ratedshort-termwithstandcurrentlcw: kA

Ratedshort-circuitmakingcapacitylcm kA -

Utilisation category

- 15 15

S L 05

Data acc. to IEC/EN 60947-2
Rated operational voltage Ue Vv

Ratedultimateshort-circuitcapacitylc kA
Rated service short-circuit capacity lcs kA

Data acc. to UL / CSA ;
Ratedvoltage ]

Short-circuit current rating KA : :

acc. to UL 489 :
Short-circuit current rating TkA
acc. to UL 489B :

2-pole - -
DC800:10 ... 125A ' '
DC600:100... 125A

3-pole

DC1200:10... 80A

DC 1000:100... 125A

4-pole

. DC1500: 10 ... 125 A _ ;
5 - -

5 1T T

bcrooo

3KA
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